QUARTZ CRYSTAL

OCXO
20 x 20 mm
Dip Type Series

T
PR
. BUSAIFT L EETRIN .

EESHIE Electrical Specifications

Features

N

(¥ Lucks’

. For base station and wireless communication application.

Iltem/Type

Description

R Y Dimension 20x20 mm Typ.
RSEEE  Nominal Frequency [#1] 38.88 MHz
MR Output Type [#2] CMOS
iHthE  Output Load 15pF, Typ.
ESiREBE  Supply Voltage (Vcc) 3.3V,5V
IJ=EE  Power Consumption 2.5 W Max. While Warm-Up , 1.0 W Max. at Steady State
FRAESEl  Warm-up Time 5 Minutes Typ.
¥WABZE  Initial Tolerance +0.5 ppm Max.
TI{ERE Operating Temperature Range[#4] -30to +70°C
=HIEBE  Control Voltage Range (Vc) [#5] 0to25V
$0EZES|  Frequency Pulling Range +1.0 ppm Typ.
% M E Linearity 10% Max.
BES% Voltage Reference Option : 4V Typ.
R~E& Dimensions
Ve N
= Pin function (AT) : Pin function (SC):
= Pin 1: Vcc Pin 1: Vc
g Pin 2: Output Pin 2: N.C./Vref (Option)
~N Pin 3: Ground Pin 3: Ground
N Zi Pin 4: Vc Pin 4: Output
Pin 5: N.C.Vref (Option) Pin 5: Vcc
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