QUARTZ CRYSTAL

SMD Crystal Oscillators-
CMOS Output
3.2x2.5x 1.0 mm Series

(¥ Lucki
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EESHIE Electrical Specifications

Features

. Ultra Small SMD seam sealed clock crystal oscillator units.

®

. For applications in WLAN, Bluetooth, DSC, DSL and other IT product.

. Tri-state function available.
RoHS Compliant / Pb Free.

MR Output Type

mtsk  Output Load

#RBiER  Oscillation Mode

EJREEE  Supply Voltage

$i=E Frequency Range

$i=faE  Overall Frequency Stability*
T{ERE Operating Temperature Range

CMOS
15 pF ,or specify
Fundamental / 3rd Overtone
1.8V, 25V,28V,33V
1~125 MHz
+25 ppm,+50 ppm
-10 ~+70°C ,-40~ +85°C

f577RE  Storage Temperature Range - 55 ~ + 125°C
TR / TF  Rise (Tr) /Fall (Tf) Time 8 ns Max.
FRRFR  Supply Current 15 mA Max.
33 FRE  Symmetry 40 ~ 55 %
[B50RdIE]  Start-up Time 5 mS Max.
18450 Phase Jitter (12 KHz ~ 20 MHz) 1 pS Max.
R~E& Dimensions
3.2+0.1
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PAD FUNCTION:
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© 2: GND
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Top View 2
S
+
Q
Side View -
12 14 08 14
\ [ |
1 2 L e it
T
) I)K___J L———)ﬁ -
o | E
=]
H\r_*_*_i_ PR et b -
4 3
Bottom View Top View Suggested Layout Units: mm
YIERES Material code
L 321 X0 -
SMD3.20 x2.50
Sense Number Frequencecy(KHz) Voltage Frequency Tolerance CL ESR
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