QUARTZ CRYSTAL ¥ Lucks’

SMD Glass
Sealing Crystals
3.2x2.5x0.8 mm Series

—v
SR Features
. AB | IEETAE SMD BRI HREE . 4 pads SMD glass sealed crystal.
. MBFFLEES, DSCFIUSBEEOE. . Applications in wireless communication ,DSC and USB
. (U RAIMIRER IR S interface card.
. SBELEEIIIENRoOHSIES AR . Excellent heat resistance and environmental characteristics.

. Contain Pb in sealing glass exempted by RoHS directive

EESHIE Electrical Specifications

Iltem/Type Description

$E5EE Frequency Range 9.9~ 54 MHz
FERE  Frequency Tolerance (at 25) + 30 ppm, or specify
BESE  Frequency Stability Over Operating Temperature Range + 30 ppm, or specify
JRESEEl  Operating Temperature Range -10 ~ + 70 °C, or specify
B5HZ  Shunt Capacitance (C0) 3 pF Max.
BTN Drive Level 1 ~50 pW (10 uW typical)
fa#FE  Load Capacitance 8 pF, 10 pF, or specify
FEUE  Aging (at 25) + 3 ppm / year Max.
W7FBE  Storage Temperature Range - 40 ~ + 85 °C
17
FMERELEERE (ESR)  Equivalent Series Resistance(ESR) .

Fundamental 3rd Overtone

RIHE

9.9 ~ 12 MHz 150 Q Max.
12 ~ 16 MHz 100 Q Max.
16 ~ 54 MHz 60 O Max.
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YRR Material code

L 328G -

SMD3.20x 2.50

Sense Number Frequencecy(KHz) Voltage Frequency Tolerance CL ESR
D-Divided M-Multify
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